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 Standard Louver Construction 

✓ Frame  Channel 

✓ Frame Thickness .081” extruded aluminum 6063-T5 

✓ Blades Thickness .081” extruded aluminum 6063-T5 

✓ Blade Positioning  45° angle with 4” spacing center to center  

✓ Fasteners 3/16” plated steel screw + Welded 
Construction 

✓ Screen .05” x ¾” expanded aluminum without 
frame  

✓ Finish Mill 

✓ Undersized ¼” under opening sizes 

✓ Mullions Visible 

✓ Minimum Size 12” x 12” 

✓ Maximum Single Section 84” W x 120” H 

Louver Schedule 
Item Qty Opening Size (W x H) Notes Project:  

    

    Location:  

    

    Arch/Eng:  

    

    Customer:  

    

 Optional Construction 

 Frames  Channel .125” extruded aluminum 
6063-T5 

 Blades  .125” extruded aluminum 6063-T5 

 Fasteners  Stainless Steel Fasteners 

 Screen  .063” x ½” wire mesh Bird Screen 

 18 x 16 Insect screen  

  
 
Finish  

 Prime coat 

 Baked enamel 

 Powder coat 

 Kynar 500   2 Coat  3 Coat 

 Anodized  Clear  Color 

 Mullions  Consult Manufacturer  

  
Frame Accessories 
 

 Flange 

 Pan 

 Extended sill  
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NOA#: 22-0328.04 
Exp. May 2027 

TAS201, TAS202 & TAS203 

Air Flow Company Inc. Louver Model EA-403Hur certifies that the louver 

shown herein is licensed to bear the AMCA seal. The ratings shown are based 

on tests and procedures performed in accordance with AMCA Publication 

511 and comply with the requirements of the AMCA certified ratings 

program. The AMCA Certified Ratings Seal applies to air performance 

ratings and water penetration ratings.  
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Free Area Calculations (sq. ft.) 

that the Model EA 405 

louver shown herein is 

licensed to bear the AMCA 

seal. The ratings shown are 

based on tests and 

procedures performed in 

accordance with AMCA 

Publication 511 and comply 

with the requirements of the 

AMCA certified ratings 

program. The AMCA 

Certified Ratings Seal 

applies to air performance 

ratings and water penetration 

ratings.  
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Specifications: 
Furnish and install where shown in the drawings Model EA403Hur louver 

as manufactured by Air Flow Company Inc. Louvers shall be stationary 

drainable type with 4” deep frame. Louvers shall have passed Miami-Dade 

test protocols TAS201, TAS202, and TAS203 based on a maximum design 

load of +/-120 psf (equivalent to 240 mph) of wind pressures. Louver 
blades shall be welded to jamb frame and to vertical blade support at 

required location. Louver sections shall be manufactured maximum single 

84” wide x 120” high, openings larger than 84” wide shall be supplied with 

visible mullions contained within the jamb. Louvers shall be approved for 

installation into wood, steel, steel studs, and concrete structures. 
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TAS201, TAS202 & TAS203 

0

0.05

0.1

0.15

950 1000 1050 1100 1150 1200 1250

Water Penetration
Beginning of water penetration= 1108.47 FPM

(15 Min Duration)

O
Z

./
S

Q
. 

F
T

  
F

re
e
 A

re
a
 

Free Area Velocity (fpm) 


